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AUTHORIZATION TO DISCHARGE UNDER THE
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM

In conpliance with the provisions of the Federal C ean Water
Act, as anended, (33 U S.C 81251 et seq.; the "CWA"),

City of Berlin, New Hampshire
is authorized to discharge fromthe facility |ocated at

Devens Street Extension
Berlin, New Hampshire 03570
and
One Associated Combined Sewer Overflow (CSO)
located near the Watson Street Pumping Station

to receiving water naned
The Androscoggin River (Hydrologic Basin Code: 01040001)

in accordance with effluent limtations, nonitoring requirenments
and other conditions set forth herein.

This permt shall becone effective sixty (60) days fromthe
date of issuance.

This permt and the authorization to di scharge expires at
m dni ght, five (5) years fromthe effective date.

This permt supersedes the permt issued on August 24, 1995.

This permt consists of 18 pages in Part | including
effluent Iimtations, nonitoring requirenments, etc., Attachment
A, Freshwater Acute Toxicity Test Procedures and Protocol;
Attachment B, Combined Sewer Overflows; Attachment C, Sl udge
Conpl i ance Gui dance; and 35 pages in Part 11, including General
Condi tions and Definitions.

Si gned this 29t" day of Septenber, 2000
[/ Signature on File/
Linda M Murphy, D rector
O fice of Ecosystem Protection
U.S. Environnental Protection Agency (EPA-New Engl and)
Bost on, Massachusetts
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PART I.
A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS :

l.a. During the period beginning on the effective date and | asting through the expiration
date, the permttee is authorized to discharge treated sanitary, commercial and
i ndustrial wastewaters fromoutfall Serial Nunber 001 into the Androscoggin River.
Such di scharges shall be limted and nonitored by the permttee as specified bel ow
Sanpl es taken in conpliance with the nonitoring requirenments specified bel ow shall be
taken at a location that provides a representative analysis of the effluent.

Effluent Characteristic Discharge Linmtations Monitoring Requirenments
Aver age Average Maxi mum Aver age Average Maxi mum Measur ement Sanpl e
Monthly Weekly Daily Monthly Weekly Daily Fr equency Type
(Lbs/ day)
Fl ow; MGD --- --- --- Repor t --- Repor t Cont i nuous
Recor der?
BOD; 661 991 1102 30 mg/1 45 ng/| 50 ng/ | 2/ Week? 24- Hour
Conmposite
TSS 661 991 1102 30 mg/1 45 g/l 50 ng/ | 2/ Week? 24- Hour
Composite
pH Range3 6.5 to 8.0 Standard Units (See |I.E. 1.a.) 1/ Day Grab
Tot al Residual Chlorine* nyg/l 1.0 --- 1.0 1/ Day Grab
Escherichia coli?35; Colonies/100 nm 126 --- 406 3/ Week Grab
Whol e Effluent Toxicity (VET)
LC50 ©&7-8; Percent --- --- >50 2/ Year 24-
Hour Conposite
Ammoni a Nitrogen as Nitrogen; ng/l?® --- --- Report 2/ Year 24-
Hour Conposite
Har dness; ng/l° --- --- Report 2/ Year 24-
Hour Conposite
Total Recoverable Al um num ng/l?* --- --- Report 2/ Year 24-
Hour Conposite
Total Recoverable Cadm um ny/l°® --- --- Report 2/ Year 24-
Hour Conposite
Total Recoverable Chromum ng/l?® --- --- Report 2/ Year 24-
Hour Conposite
Total Recoverabl e Copper; mg/l?® --- --- Report 2/ Year 24-
Hour Conposite
Total Recoverable Nickel; mg/l?® --- --- Report 2/ Year 24-
Hour Conposite
Total Recoverable Lead; nmg/l?® --- --- Report 2/ Year 24-

Hour Conposite



Total Recoverable Zinc; nmg/l?® --- --- Repor t 2/ Year 24-
Hour Conposite

NOTE: See pages 4 through 6 for explanation of superscripts.
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1.b. During the period beginning on the effective date of the permt and |asting through
the expiration date, the permttee is authorized to discharge stormiater and
wast ewat ers from conbi ned sewer overflow outfall Serial Nunmber 002 into the
Androscoggin River. The permttee is referred to Attachment B, “Conbi ned Sewer
Overflows”. These discharges are authorized only during wet weather. Such
di scharges shall be Ilimted to the outfall |listed and shall be nonitored by the
permttee as specified below. Sanples specified below shall be taken at a | ocation
that provides a representative analysis of the effluent.

Ef fl uent Characteristic Di scharge Limtation Moniltoring Requirenment
Wet - Weat her Event Maxi mum Measur enment Sanpl e Type
Frequency
Escherichia coli 5:1° 1000 1/ Year G ab
(Col oni es per 100 m)

Note: See pages 4 through 6 for explanation of superscripts.
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EXPLANATION OF SUPERSCRIPTS TO PART I.A.l.a.- 2.a. on pages 2 and

3:

(1) The effluent flow shall be continuously neasured and recorded
using a flow neter and totalizer.

(2) The influent concentrations of both BOD, and TSS shall be
monitored twi ce per nonth (2/Month), using a 24-Hour Conposite
sanple, and the results reported as average nonthly val ues.

(3) State Certification Requirenent.

(4) Total Residual Chlorine shall be neasured using any one of the
followng three nethods listed in a. through c.

a. DPD spectrophotonetric (colorimetric).
EPA No. 330.5
or
St andard Met hods [18th or subsequent edition(s) as
approved in 40 Code of Federal Regul ations (CFR) Part
136], No. 4500-d G
b. DPD titrinetric (ferrous titrimetric).
EPA No. 330.4
or
St andard Met hods [18th or subsequent edition(s) as
approved in 40 CFR Part 136], No. 4500-C F.
C. Anperonetric titration
EPA No. 330.1
or
St andard Methods [18th or subsequent edition(s) as
approved in 40 CFR Part 136], No. 4500-C D
or
ASTM No. D1253-86(92).
(5) The average nonthly value for Escherichia coli shall be

determ ned by cal cul ating the geonetric nean and the result
reported. Escherichia coli shall be tested using test nethod
1103.1 found in Test Methods for Escherichia coli and

Ent erococci in Water by the Menbrane Filter Procedure, EPA-
600/ 4- 85/ 076 as anmended by test nmethod 9213 D. 3. found in

St andard Methods for the Examination of Water and WAst ewat er,
19th or subsequent Edition(s) as approved in 40 CFR Part 136.




(6)

(7)

(8)

Page 5 of 18
Permit No. NH0100013

LC50 (lethal concentration 50 percent) is the concentration
of wastewater (effluent) causing nortality to 50 percent (%
of the test organisns. The “50 % is defined as a sanple

whi ch is conposed of 50 % or greater effluent, the renai nder
being dilution water (See A.1 on Page 2 of Part 1 and
Attachment A of Part 1). Therefore, a 50 %limt neans that
a sanple of 50% or greater effluent shall cause no greater
than a 50% nortality rate in that effluent sanple. The
l[imt is considered to be a maximumdaily limt.

The permttee shall conduct 48-hour Acute (static) Toxicity
Tests on effluent sanples using two species, Daphnid

(Ceri odaphni a dubia) and Fat head M nnow (Pi nephal es
pronelas) following the protocol in Attachment A (Freshwater
Acute Toxicity Test Procedure and Protocol dated Decenber
1995). In addition, the permttee is allowed to use an
alternate standard dilution water as diluent for the

recei ving water (Androscoggin River) for both Acute Toxicity
Test species. Furthernore, each Acute Toxicity Test shal
use three (3) separate controls conposed of: (1) alternate
standard dilution water; (2) |aboratory water; and (3) site
(receiving) water. Please note that the alternate standard
dilution water nust be of known quality with water quality
characteristics such as hardness, pH, specific electrical
conductivity, alkalinity, organic carbon and total suspended
solids simlar to those of the receiving water and not
illicit a toxic response. Therefore, it is recommended that
the permttee screen the alternate dilution water for
suitability prior to toxicity testing.

Toxicity test sanples shall be collected and tests conpl eted
each year during the 379 and 4'" cal endar quarters ending

Sept enber 30'" and Decenber 31st, respectively. Toxicity

test results are to be submitted by the 15'" day of the
month follow ng the end of the quarter sanpled. For

exanple, test results for the 3¢ cal endar quarter (June -
Septenber) are to be submtted with the D scharge Mnitoring
Report for Septenber due to EPA-New Engl and and NHDES- WD by
COct ober 15th,

This permt shall be nodified, or alternatively, revoked and
rei ssued to incorporate additional toxicity testing

requi renents, including chem cal specific limts, if the
results of the toxicity tests indicate the discharge causes
an exceedance of any State water quality criterion. Results
fromthese toxicity tests are considered "New I nformation”
and the permt may be nodified as provided in 40 CFR
8§122.62(a)(2).



(9)
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For each Wole Effluent Toxicity test, the permttee shal
report on the appropriate D scharge Mnitoring Report (DWR)
the concentrations of the Amonia Nitrogen as N trogen,

Har dness, and Total Recoverable Al um num Cadm um Chrom um
Copper, Lead, N ckel and Zinc found in the 100 percent
effluent sanple. All these aforenentioned chem cal
paraneters shall be determned to at | east the M ninmum
Quantification Level (Ms) shown in Attachment A on page A-
7, or as anended. Also, the permttee should note that al
chem cal paraneter results nust still be reported in the
appropriate toxicity report.

(10) The permttee shall sanple the CSO outfall listed in

A.

Attachment B at | east once per year. The sanpling shal

occur during a wet-weather discharge event. A m ni mum of
one grab sanple shall be collected beginning at |east one-
hal f hour after the outfall begins to discharge. The
sanpling can be conducted during the POTWs normal business
hours; however, sanpling could be conducted outside those
hours at the discretion of the permttee. |If nore than one
sanple is collected per outfall per wet-weather event, the
maxi mum val ue for Escherichia coli shall be determ ned by
cal culating the geonetric nmean [Refer to Superscript (5)].
Results from each year’s sanpling shall be reported with
each Decenber Discharge Mnitoring Report (DVR) which is due
by January 15'". The first round of CSO sanples shall be
col |l ected beginning with the 2001 cal endar year neaning the
first set of results are to be reported on the Decenber 2001
DVR. If an individual CSO does not discharge or does not

di scharge sufficiently to collect a sanple during the

cal endar year, report “C for that outfall on the Decenber
DVR.

EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS (continued):

The di scharge shall not cause a violation of the water quality
standards of the receiving water.

The di scharge shall be adequately treated to insure that the
surface water remains free frompollutants in concentrations
or conbinations that settle to formharnful deposits, float
as foam debris, scumor other visible pollutants. It shal
be adequately treated to insure that the surface waters
remain free frompollutants which produce odor, color, taste
or turbidity in the receiving waters which is not naturally
occurring and would render it unsuitable for its designated
uses.

The permttee's treatnent facility shall maintain a m ni num
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of 85 percent renoval of both BOD; and TSS. The percent
removal shall be based on a conparison of average nonthly
i nfluent versus effluent concentrations.

When the effluent discharged for a period of 90 consecutive
days exceeds 80 percent of the 2.64 M&@ design flow or
2.11 M3, the permttee shall submt to the permtting
authorities a projection of |loadings up to the tine when the
design capacity of the treatnent facility will be reached,
and a program for maintaining satisfactory treatnment |evels
consi stent wth approved water quality managenent pl ans.
Before the design flow will be reached, or whenever treatnent
necessary to achieve permt |limts cannot be assured, the
permttee may be required to submt plans for facility

i nprovenents.

The permttee shall not discharge into the receiving water
any pollutant or conbination of pollutants in toxic anounts.

No conponents of the effluent shall result in any
denonstrable harmto aquatic life or violate any water-

qual ity standard which has been or may be pronul gated. Upon
promul gati on of any such standard, this permt may be revised
or anmended in accordance with such standards, the permttee
bei ng so notified.

Al Publicly Omed Treat nent Wrks (POTWs) nust provide
adequate notice to both EPA-New Engl and and the New Hanpshire
Depart ment of Environnmental Services, Water Division (NHDES-
WD) of the foll ow ng:

a. Any new introduction of pollutants into the POTWfrom an
i ndirect discharger in a primary industry category (See
40 CFR Part 122, Appendi x A as anended) di scharging
process water; and

b. Any substantial change in the volunme or character of
pol lutants being introduced into that POTW by a source
i ntroducing pollutants into the POTWat the tine of
i ssuance of the permt.



Li m
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For purposes of this paragraph, adequate notice shal
i ncl ude i nformation on:

(1) The quantity and quality of effluent introduced into
t he POTW and

(2) any anticipated i npact of the change on the quantity
or quality of effluent to be discharged fromthe
POTW

tations for Industrial Users:

User may not introduce into the Publicly Owmed Treat nent
Wor ks (POTWs) any pol lutant(s) which cause Pass Through or
Interference wth the operation or performance of the
works. The terns User, Pass Through and Interference are
defined in 40 CFR 8403. 3

The perm ttee shall submt to EPA-New Engl and and NHDES- WD
t he nanme of any Industrial User (1U) subject to Categori cal
Pretreatnment Standards under 40 CFR 8403.6 and 40 CFR
Chapter |, Subchapter N (Parts 405-415, 417-436, 439-440,
443, 446-447, A454-455, 457-461, 463-469, and 471 as
anended) who commences discharge to the POTW after the
effective date of this permit. This reporting requirenent
al so applies to any other |IU that discharges an average of
25,000 gallons per day or nore of process wastewater into
t he POTW(excl udi ng sanitary, noncontact cooling and boil er
bl owdown wastewater); contributes a process wastewater
whi ch makes up five (5) percent or nore of the average dry-
weat her hydraulic or organic capacity of the POTW or is
desi gnated as such by the Control Authority as defined in
40 CFR 8403.12(a) on the basis that the industrial user has
a reasonabl e potential for adversely affecting the POTWs
operation or for violating any pretreatnent standard or
requi renment (in accordance with 40 CFR 8403.8(f)(6)).

In the event that the permttee receives reports
(baseline nmonitoring reports, 90-day conpliance reports,
periodic reports on continued conpliance, etc.) from

i ndustrial users subject to Categorical Pretreatnent

St andards under 40 CFR 8403.6 and 40 CFR Chapter 1,
Subchapter N, (Parts 405-415, 417-436, 439-440, 443, 446-
447, 454-455, 457-461, 463-469, and 471 as anended) the
permttee shall forward all copies of these reports
within ninety (90) days of their receipt to EPA- New

Engl and and NHDES- V\D.
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B. COMBINED SEWER OVERFLOWS

1. EFFLUENT LI M TATI ONS

a.

During wet weather, the permttee is authorized to
di scharge storm water/wastewater from conbined sewer
outfall listed in Attachment B, “ List of Conbined Sewer
Overflows”, subject to the following effluent limtations.

The di scharges shall receive treatnent at a | eve
provi di ng Best Practicable Control Technol ogy
Currently Avail able (BPT), Best Conventi onal
Pol | utant Control Technol ogy (BCT) to control and
abate conventional pollutants and Best Avail abl e
Technol ogy Econom cal |y Achi evabl e (BAT) to control
and abat e non-conventional and toxic pollutants. The
EPA has nmade a Best Professional Judgenent (BPJ)
determ nation that BPT, BCT, and BAT for conbined
sewer overflow (CSO control include the

i npl enentation of Nine Mninmm Controls (NWVC)
specified bel ow and detailed further in Part I.B.2.
Ni ne M nimum Controls, Mninmmlnplenentation Levels,
of this permt:

(1) Proper operation and regul ar maintenance prograns
for the sewer system and the conbined sewer
overfl ows.

(2) Maxi mum use of the collection systemfor storage.

(3) Review and nodification of the pretreatnent
programto assure CSO i npacts are m nim zed.

(4) Maxim zation of flowto the POTWfor treatnent.
(5) Prohibition of dry weather overflows from CSCs.
(6) Control of solid and floatable materials in CSO

(7) Pollution prevention prograns that focus on
contam nant reduction activities.

(8) Public notification to ensure that the public
recei ves adequate notification of CSO occurrences
and CSO i npacts.

(9) Monitoring to effectively characterize CSO
i npacts and the efficacy of CSO controls.
| npl enent ati on of these controls is required by the
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effective date of the permit. The permttee

subm tted docunentation of the inplenentation of
these nine mnimmcontrols by letter dated June 8,
1998. The EPA- New Engl and and the NHDES-WD are
currently review ng that docunmentation. Approvable
docunent ati on nust include the m ninmumrequirenents
set forth in Part I.B.2. of this Permt and any
additional activities the permttee can reasonably
undertake. The permttee nust inplenent the
activities identified in the nine m ninumcontrols
docunentation submtted on June 8, 1998, along with
any revisions to that docunent that may be required.

ii. The discharges shall not cause violations of Federal
or State Water Quality Standards.

2. NINE M Nl MUM CONTRCLS, M NI MUM | MPLEMENTATI ON LEVELS

a.

The Perm ttee nust inplenment the nine mninmmcontrols in
accordance wth the docunentation provided under Part
I.B.1.a.i. of this permt. This inplenentation nust
include the follow ng controls plus other controls the
Permttee can reasonably inplement as set forth in the
docunent ati on.

Each CSO structure/regul ator, punping station and/or

ti degate shall be routinely inspected, at a m ni mum of
once per nmonth, to insure that they are in good working
condition and adjusted to mnimze conbi ned sewer

di scharges and tidal surcharging. The follow ng

i nspection results shall be recorded: the date and tine
of the inspection, the general condition of the facility,
and whether the facility is operating satisfactorily. If
mai nt enance 1 s necessary, the permttee shall record: the
description of the necessary mai ntenance, the date the
necessary mai ntenance was perfornmed, and whether the
observed problemwas corrected. The permttee shal

mai ntain all records of inspections for at |east three
years.

Annual Iy, no later than January 15'", the permttee shal
submt a certification to EPA-New Engl and and NHDES- WD
whi ch states that the previous cal endar year's nonthly

i nspections were conducted, results recorded, and records
mai nt ai ned.

The EPA- New Engl and and NHDES- WD have the right to
i nspect any CSO rel ated structure or outfall at any tine
W thout prior notification to the permttee.
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Di scharges to the conbi ned system of septage, hol ding
tank wastes or other material which may cause a visible
oil sheen or contain floatable material (s) are prohibited
during wet weat her when CSO di scharges may be acti ve.

Dry-weat her overflows (DWDOs) are prohibited. Al dry-
weat her sanitary and/or industrial discharges from CSGCs
nmust be reported to EPA-New Engl and and NHDES-WD wi t hi n
24 hours in accordance with the reporting requirenents
for plant bypass (Paragraph D.l.e. of Part II of this
permt).

The permttee shall quantify and record all discharges
from conbi ned sewer outfalls. Quantification may be

t hrough direct neasurenent or estimation. Wen
estimating, the permttee shall nake reasonable efforts,
i.e. gaging, nmeasurenents, to verify the validity of the
estimation technique. The follow ng information nust be
recorded for each conbined sewer outfall for each

di scharge event:

® Esti mated duration (hours) of discharge;

® Estimated volune (gallons) of discharge; and

L Nat i onal Weat her Service precipitation data fromthe
nearest gage where precipitation data are avail able
at daily (24-hour) intervals and the nearest gage
where precipitation data are avail abl e at one- hour
intervals. Curnul ative precipitation per discharge
event shall be cal cul at ed.

The permttee shall maintain all records of discharges
for at |least six years after the effective date of this
permt.

Annual ly, no later than January 15'", and in conjunction
with the requirenent in Part I.B.2.b. the permttee shal
submt a certification to the EPA-New Engl and and NHDES-
WD which states that all the discharges from conbi ned
sewer outfalls were recorded, and records maintained for
the previous calendar year. |In addition, the permttee
shall include a copy of all records of CSO di scharge(s)
during the previous cal endar year collected under Part
I.B.2.d. and Part I.B.2.e.



Page 12 of 18
Permit No. NH0100013

f. The permttee shall install and maintain identification
signs for all conbined sewer outfall structures. The
signs nmust be |ocated at or near the conbined sewer
outfall structures and easily readable by the public.
These signs shall be a mnimmof 12 x 18 inches in size,
with white lettering agai nst a green background, and
shall contain the follow ng information

CITY OF BERLIN
WET WEATHER
SEWAGE DISCHARGE
OUTFALL 002

g. The permttee shall provide imediate notification to the
NHDES- WD, WAt er shed Managenent Bureau in the event of a
CSO di schar ge.

UNAUTHCRI ZED DI SCHARGES

The permttee is authorized to discharge only in accordance
wth the terns and conditions of this permt and only from
Qutfall 001 and the CSO outfall listed in Attachment B of
this permit. D scharges of wastewater from any other point
source are not authorized under this permt, unless in
accordance with Part II.B.4 (Bypass) of this permt. Dry-
weat her overflows (DWbs) are prohibited. Al dry-weather
sanitary and/or industrial discharges from CSCs nust be
reported to EPA- New Engl and and the NHDES-WD wi thin 24 hours
in accordance with the reporting requirenents for Part
I1.D.1.e. of this permt.

REOPENER/ ADDI TI ONAL CSO CONTROL MEASURES

This permit may be nodified or reissued upon the conpletion
of a long-term CSO control plan. Such nodification may

i ncl ude performance standards for the selected controls, post
construction water quality assessnment program nonitoring for
conpliance with water quality standards, and a reopener
clause to be used in the event that the selected CSO controls
fail to neet water quality standards. Section 301(b)(1)(C
requires that a permt include l[imts that may be necessary
to protect Federal and State water quality standards.
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SLUDGE CONDI TI ONS

The permttee shall conply with all existing federal & state
| aws and regul ations that apply to sewage sl udge use and

di sposal practices and with the CWA Section 405(d) technical
st andar ds.

The permttee shall conply with the nore stringent of either
the state (Env-W 800) or federal (40 CFR Part 503)
requirenents.

The requirenents and techni cal standards of 40 CFR Part 503
apply to facilities which performone or nore of the
foll ow ng use or disposal practices.

a. Land application - the use of sewage sludge to condition
or fertilize the soil.

b. Surface disposal - the placenent of sewage sludge in a
sl udge only landfill.

c. Placement of sludge in a municipal solid waste | andfill
(See 40 CFR Section 503.4).

d. Sewage sludge incineration in a sludge only incinerator.

These 40 CFR Part 503 conditions do not apply to facilities
whi ch place sludge within a municipal solid waste |andfill
These conditions also do not apply to facilities which do not
di spose of sewage sludge during the life of the permt, but
rather treat the sludge(l agoons-reed beds), or are otherw se
excl uded under 40 CFR Section 503. 6.

The permttee shall use and conply with the attached sl udge
conpliance guidance docunent to determne appropriate
conditions. Appropriate conditions contain the follow ng
el enent s:

General requirenents

Pollutant limtations

Oper ational Standards (pathogen reduction requirenments
and vector attraction reduction requirenents)

Managenent practices

Record keepi ng

Moni t ori ng

Reporting

Dependi ng upon the quality of material produced by a facility
all conditions may not apply to the facility.

The permttee shall nonitor the pollutant concentrations,
pat hogen reduction and vector attraction reduction for the
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permttee’s chosen sewage sludge use or disposal practices at
the follow ng frequency. This frequency is based upon the
volume of sewage sludge generated at the facility in dry-

metric tons per year.

| ess than 290 1/ year
290 to less than 1,500 1/ quarter
1,500 to |l ess than 15,000 6/ year
15, 000 pl us 1/ mont h
7. The permttee shall sanple the sewage sludge using the

procedures detailed in 40 CFR 503. 8.

8. The permttee shall submt an annual report containing the
information specified in the Sludge Conpliance GCuidance
docunent. Reports are due annually by February 19'". Reports
shall be submtted to the addresses (both EPA-New Engl and and

NHDES- WD) contained in the reporting section of the permt.
D. MONI TORI NG AND REPORTI NG

Monitoring results shall be summari zed for each cal endar nonth
and reported on separate Discharge Mnitoring Report Forn(s)
(DVRs) postmarked no | ater than the 15'" day of the nonth
follow ng the conpleted reporting period.

herein, shall be submtted to the Director at the follow ng
addr ess:

Si gned and dated original DVRs and all other reports required

U.S. Environnental Protection Agency
Wat er Technical Unit (SEW
P. OO Box 8127
Bost on, Massachusetts 02114-8127

Dupl i cate signed copies of all reports required herein shall be
submtted to the State at:

New Hanpshire Departnent of Environnental Services
Wat er Division
Wast ewat er Engi neering Bureau
6 Hazen Drive, P.O Box 95
Concord, New Hanpshire 03302-0095
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STATE PERM T CONDI TI ONS

The permttee shall conply with the follow ng conditions
which are included as State Certification requirenents.

a.

The pH range of 6.5-8.0 Standard Units (S.U.) nust be
achieved in the final effluent unless the permttee can
denonstrate to NHDES-WD: (1) that the range shoul d be
wi dened due to naturally occurring conditions in the
receiving water or (2) that the naturally occurring
receiving water pHis not significantly altered by the
permttee's discharge. The scope of any denonstration
project nust receive prior approval from NHDES-WD. In no
case, shall the above procedure result in pHIlimts
outside of the range of 6.0 to 9.0 S.U., which is the
federal effluent limtation guideline regulation for pH
for secondary treatnent and is found in 40 CFR

§133. 102(c).

Pursuant to State Law NH RSA 485- A: 13 and the New
Hanmpshi re Code of Adm nistrative Rules, Env-W 706. 08(b)
and Env-W 904.08 the foll ow ng subm ssions shall be made
to NHDES-WD by a nunicipality proposing to accept into
its POTW (including sewers and interceptors):

(1) A “Sewer Connection Permt” request formfor:
(a) Any proposed sewerage, whether public or private;

(b) Any proposed wastewat er connection or other
di scharge in excess of 5,000 gallons per day;

(c) Any proposed wastewater connection or other
discharge to a wastewater treatnent facility
operating in excess of 80 % design flow capacity;
and

(d) Any proposed connection or other discharge of
i ndustrial wastewater, regardless of quality or
gquantity.

(2) An “Industrial D scharge Permt Request Application”
formfor any new or increased |oadings of industrial
waste, as defined in RSA 485-A: 2, VI.

The permttee shall not at any tinme, either alone or in

conjunction with any person or persons, cause directly or
indirectly the discharge of waste into the said receiving
water unless it has been treated in such a manner as wl |
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not |Iower the |legislated water quality classification or
interfere with the uses assigned to said water by the New
Hanpshire Legi sl ature (RSA 485-A:12).

Any nodifications of the Permttee s Sewer-Use O dinance,
including local limtations on pollutant concentrations,
shall be submtted to the NHDES-WD for approval prior to
adoption by the permttee.

Wthin 90 days of the effective date of this permt, the
permttee shall submt to NHDES-WD a copy of its current
sewer -use ordi nance and a copy of any other docunent
granting legal authority to issue permts to industries
di scharging industrial waste to the nunicipal wastewater
treatment plant.

Wthin 120 days of the effective date of this permt, the
permttee shall submt to NHDES-WD a current list of al

i ndustries discharging industrial waste to the munici pal
wastewater treatnent plant. At a mininmum the |list shal

i ndi cate the nanme and address of each industry, along
with the follow ng information: tel ephone nunber, contact
person, facility description, production quantity,
products manufactured, industrial processes used,

chem cal s used in processes, existing |evel of
pretreatnment, and |ist of existing discharge permts.

Wthin 270 days of the effective date of this permt, the
permttee shall submt to NHDES-WD a copy of discharge
permt(s) issued to each industry discharging industrial
waste to the nunicipal wastewater treatnment plant. At a
m ni mum each permt shall contain the follow ng:
effective dates; flow and applicable pollutant [imts;
self-nonitoring, reporting, conpliance nonitoring and

i nspection provisions; and enforcenent criteria. |If
industrial permtting authority does not exist as of the
effective date of this permt, the permttee is requested
to submt to the NHDES-WD a proposed plan and

i npl ementati on schedul e for adopting such authority and

i npl enmenting an industrial permtting system
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2. This NPDES Di scharge Permt is issued by the EPA under
Federal and State law. Upon final issuance by the EPA, the
NHDES- WD may adopt this permt, including all terns and
conditions, as a State permt pursuant to RSA 485-A: 13.

Each Agency shall have the independent right to enforce the
terms and conditions of this Permt. Any nodification,
suspension or revocation of this Permt shall be effective
only with respect to the Agency taking such action, and shal
not affect the validity or status of the Permt as issued by
t he ot her Agency, unless and until each Agency has concurred
in witing wwth such nodification, suspension or revocation.

F. SPECI AL CONDI Tl ONS

pH Limit Adjustment

The permttee may submit a witten request to the EPA-New Engl and
requesting a change in the permtted pHIlimt range to be not

| ess restrictive than 6.0 to 9.0 Standard Units found in the
applicable National Effluent Limtation Guideline (Secondary
Treatment Regul ations in 40 CFR Part 133) for this facility. The
permttee's witten request nust include the State's approval

| etter containing an original signature (no copies). The State's
letter shall state that the permttee has denonstrated to the
State's satisfaction that as |ong as discharges to the receiving
water froma specific outfall are wwthin a specific nunmeric pH
range the naturally occurring receiving water pH will be
unaltered. That letter nmust specify for each outfall the
associated nuneric pHIlimt range. Until witten notice is
received by certified mail fromthe EPA-New Engl and i ndi cating
the pHIlimt range has been changed, the permttee is required to
meet the permtted pHIimt range in the respective permt.
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Toxi ¢ Pol |l utant Scans

The permttee shall analyze the effluent fromQutfall 001, for a
total of two pollutant scans conducted during the last two
calendar quarters of 2001, for the Organic Toxic Pollutants as
Vol atiles, Acid Conmpounds, and Base/ Neutral Conpounds listed in
40 CFR 122, Appendix D, Table Il and for the other Toxic
Pol l utants (Total Recoverable Metals and Cyani de); and Tot al
Phenols in 40 CFR 122, Appendix D, Table Ill1. Sanples shall be
coll ected using a grab sanple along with sanples collected for
the quarterly Wole Effluent Toxicity Tests [3'¢ and 4'" cal endar
quarters, See superscript (7) on page 5 for exact nonths]. The
reported data are to conply with the Q¥ QC requirenents of 40 CFR
136 and ot her appropriate QN QC requirenents for standard net hods
for anal ytes not addressed by 40 CFR 136. Results for each

i ndi vi dual conpound and the nethod detection Iimt (NMDL), m nimm
| evel (M), or other designated endpoint reflecting the precision
of the anal ytical method used for each conpound shall be
reported. For Gas Chromat ography/ Mass Spectroscopy, all results
found to be present by spectral confirmation are to be reported.
These results are to be subnmitted on a separate form by the 15"
day of the nonth follow ng the end of the quarter sanpled which
is the sanme subm ssion dates as for the WET tests [ See
superscript (7) on page 5]. This permt condition shall be
satisfied after the subm ssion of two consecutive quarterly test
results.

Whol e Effluent Toxicity Test Freguency Adjustnent

The permttee may submit a witten request to the EPA-New Engl and
requesting a reduction in the frequency (to not | ess than once
per year) of required toxicity testing, after conpletion of a

m ni mum of the nost recent four (4) successive toxicity tests of
effluent, all of which nust be valid tests and nust denonstrate
conpliance wwth the permit l[imts for whole effluent toxicity.
Until witten notice is received by certified mail fromthe EPA-
New Engl and indicating that the Whole Effluent Testing

requi renent has been changed, the permttee is required to
continue testing at the frequency specified in the respective
permt.
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